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DensiEye

Measurement technology	 Illumination	 3 LED (RGB)	

	 Measurement geometry	 45°/0°

	 Receiver	 Photodiode

	 Measurement Aperture	 3 mm or 1.6 mm

	 Polarization filter	 With or Without

	 Density Standards (Filter Sets)	 Status I, E or T (according to ISO 5-3)

	 Measurement range	 0,00 – 3,00 D

	 Linearity	 ± 0,01 D or ± 1%

	 Repeatability	 0,00 – 2,50 D: ± 0,01 D or ± 1% max.

		  2,50 – 3,00 D: ± 0,03 D or ± 3% max.

	 Inter instrument agreement	 ± 0,02 D or ± 2%

	 Measurement time	 0.5s

Data interface 	 USB	 •

Power Supply	 Batteries	 2 Alkaline 1.5V, size AA

	 Measurements / battery set	 500’000

Mechanics	 Dimensions (H x W x L)	 50 x 75 x 175 mm (2 x 3 x 7 in)
	 Weight [gr]	 400

Specifications

USB Connectivity Easy Positioning Clear Visual Display  
with Pass/Fail Indicator

		  DensiEye 100	 DensiEye 700	

	 Density (incl. Difference)	 •	 •

	 Gray Balance (incl. Difference)	 •	 •

	 Dot gain		  •

	 Dot area 		  •

	 Trapping		  •

	 Print characteristic line		  •

	 Automatic color recognition	 •	 •

	 Automatic patch type recognition 		  •

	 (Solid, Halftone, Trapping Patch, Gray Balance)

	 Automatic paper white recognition	 •	 •

	 References Sets (incl. Solids, Dot Gain, Gray Balance)	 6 sets	 6 sets

	 Density Calibration	 •	 •

	 Pass/Fail indicator	 •	 •

	 Corrective advise	 •	 •

	 Absolute / relative White base	 •	 •

Measurement Functions


